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'SUBJECT.s  EVALUATION OF GLASS LAMP MISSION G-056 o
1. IMAGE QUALITYt THE OVERALL IMAGE QUALITY OF THIS nxssxon ‘
1S FAIR. THE IMAGERY IN THE VERTICAL POSITION. PHOTOGRAPHS 1S BETTER
" THAN THE .IMAGERY IN THE i{L AND A LARGE PORTION OF THE = 25X1

© * MISSION.APPEARS 10 BE SLIGHTLY 'FOCUS. THERE ARE INSTANCES OF

'GOOD- IMAGERY INTERMITTENTLY IN THE MISSION, THE INTERPRETATION SUITA-
- BILITY OF THIS MISSION IS FAIR, CLOWD. COVER AND MHAZE OBSCURE APPROXI1~
MATELY.25 PERCENT OF THE MISSION. :
2. MISSION DATA: .
A. GLASS LAMP MISSION G-56 WAS FLOWN ON 6 DECEMBER. 1968, THEw

" STANDARD "B" CONFIGURATION CAMERA, UNIT NUMBER 26, WAS USED.

‘Be FILM TYPE 3401 WAS USED THROUGHOUT.,. PROCESSIHG WAS ACCOM~
PLISHED BY NAV RECON TECH SUPPCEN,

3. ORIGINAL HEGATIVESs .
A, EXPOSURE: THE EXPOSURE. THROUGHOUT HOST OF THE MISSION IS

' :YADEQUATE; HOHEVER THE END OF THE.MISSION APPEARS TO BE SLIGHILY.

GVER—EXPOSED.
o DENSITY AHD CONTRAST: THE DENSITY AND CONTIRAST ARE n
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" GENERALLY MEDIUM; HOWEVER, THE END OF THE. uxssxon 1S MORE -DE
WITH LOWER CONTRAST. _ )
: c. IMAGE DEGRADATIONSS

i ‘(1) SR SIDE: -ROLLER CHATTER. IS PRESENT ALONG - THE IN
EDGE. NUMEROUS MINUS DENSITY SPOTS, GRANDULAR-LIKE IN APPEA
ARE PRESENT IN A .25 INCH WIDE BAND ALONG THE INBOARD EDGE.
THE FIRST 150 FRAMES. THE .SPOTS APPEAR TO BE PROCESSING IND
IN THAT THEY APPEAR IN THE CLOCK IMAGE AS WELL. AS THE TERRAIN-
" IMAGERY. A PLUS DENSITY LINE IS PRESENT THROUGHOUT THE MISSI

PARALLEL TO THE MAJOR AXIS OF THE FILM, 4.8 INCHES FROM THE 0
BOARD EDGE., FRAME 6 CONTAINS LIGHT LEAK INDUCED. FOG. 4

(2) SL SIDEs SEE BOTH SIDES.
(3) BOTH SIDES: FRAME 0@1 CONTAINS FOG ASSOCIATED WIFM-ATiic
LIGHT LEAK AND IS DOUBLE EXPOSED, EDGE FOG IS PRESENT ALONG BOTH — .

INBOARD AND BOTH OUTBOARD EDGES. e TE i
"~ D, PHSICAL DEGRADATIONS: - : STev ok
- (1) SR SIDE: FRAME 2 CONTAINS SEVERAL EMULSION T
SCRATCHES., TWO EMULSION DEFECTS ARE PRESENT IN FRAME 764, T
Two HEAT SPLICES AND A MANUFACTURING SPLICE ARE PRESENT IN THE— e
MISSION MATERIAL. | | : = :
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| (2) S SIDE: TWO MANUFACTURING spucss ARE PRESENT IN THE

MISSION MATERIAL. .
" E. AUXILIARY DATA: THE EVENTS COUNTER SKIPPED NUMBER 2934

ALL . ornzn DATA RECORDING EQUIPMENT FUNCTIONED PROPERLY.

B OTHER: . THE LAST' TITLED- FRANE 1S 2937. 4

POSITIVES: T

o _THE PRINTING.AND PROCESSING ARE. eoon. ‘ -
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